YEAR 2006 LINK TSEUNG KWAN O TUNNEL (from TOLL PLAZA to
TSEUNG KWAN O TUNNEL RD RA)
CORE STATION 5021
ROAD NETWORK MAJOR 6.8m 6.5m
ROAD TYPE URBAN TRUNK ROAD E bound 2 lanes W hound 2 lanes
1. TRAFFIC FLOW VARIATION AND GROWTH
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2. TRAFFIC CHARACTERISTICS (BY DIRECTION)
Parameter All - Day Mon. - Fri. Sat. Sun.
[EAST BOUND |
AAD.T. 35200 35070 39090 33080
R12/24-% 59.1 59.7 60.1 54.6
R16/24-% 81.9 83.2 80.3 77.4
AM Peak Hour 0900-1000 0800-0900 0900-1000 0900-1000
One-way flow at AM peak hour 1710 1860 1800 1170
T -% (AM) - 10 - -
PM Peak Hour 1800-1900 1800-1900 1800-1900 1800-1900
One-way flow at PM peak hour 2440 2540 2470 1980
T-% (PM) - 14.1 - -
Prop.of commercial vehicles - 16 hr. - 15.6 - -
[WEST BOUND |
AAD.T. 34530 34480 38520 31870
R12/24-% 69.2 70.7 68 62.3
R16/24-% 85 85.9 84.1 81.7
AM Peak Hour 0800-0900 0800-0900 0800-0900 0900-1000
One-way flow at AM peak hour 2980 3340 2920 1610
T -% (AM) - 18.7 - -
PM Peak Hour 1800-1900 1700-1800 1800-1900 1800-1900
One-way flow at PM peak hour 1990 1950 2300 1990
T-% (PM) - 225 - -
Prop.of commercial vehicles - 16 hr. - 17.4 - -

3. OTHER INFORMATION AND COMMENT

Al-56



Core Station 5021

Year 2006
4. Vehicle classification and occupancy - Monday to Friday
Time Class of vehicle
Motor | Private| Taxi |Private| PLB Goods veh. Non Fr. Bus
Cycle | Car LB Light |M & H|Fr.Bus| SD DD
0700-0800 Pro 48| 352| 167 0.8 55| 17.7 7.4 7.7 0.1 4.0
Ocp 1.2 1.5 1.9 51| 11.9 1.5 13| 231 207| 445
0800-0900 Pro 53| 479| 16.0 1.5 38| 125 6.2 3.6 0.1 3.2
Peak hour Ocp 1.1 1.3 1.9 61| 12.3 1.5 1.3] 204| 175| 46.1
0900-1000 Pro 24| 41.9| 156 0.9 43| 196 101 1.5 0.1 3.6
Ocp 1.0 1.2 1.6 31| 116 1.5 1.2 4.4 74| 236
1000-1100 Pro 30| 351| 147 1.3 52| 233 127 0.7 0.2 3.7
Ocp 1.1 1.3 1.9 2.8 9.6 1.5 1.3 2.8 75| 19.9
1100-1200 Pro 20| 309[ 105 1.9 60| 279 16.1 1.4 0.1 3.2
Ocp 1.1 1.4 1.9 2.4 8.7 1.6 1.3 2.3 7.3 16.0
1200-1300 Pro 23| 321 8.0 2.3 58| 252 182 2.0 0.1 4.0
Ocp 1.0 1.4 2.0 5.0 8.0 1.5 1.3] 101| 133| 182
1300-1400 Pro 23] 309 8.1 0.7 56| 283 16.7 3.1 0.1 4.2
Ocp 1.1 1.5 2.2 4.8 7.9 1.5 1.2| 13.0 8.0 16.2
1400-1500 Pro 1.8| 305 7.7 1.4 57| 307| 165 1.8 0.1 3.7
Ocp 1.1 1.4 1.8 2.7 6.4 1.6 1.3 1.4 120] 177
1500-1600 Pro 29| 31.9| 102 2.1 42| 273 149 2.6 0.1 3.7
Ocp 1.2 1.4 1.7 27| 101 1.5 1.3] 111 93| 178
1600-1700 Pro 27| 332| 139 2.9 38| 230 111 5.7 0.1 35
Ocp 1.1 1.6 1.7 3.9 9.5 1.6 1.2 54| 104| 214
1700-1800 Pro 35| 346 9.6 1.9 55| 228 129 5.1 0.2 3.9
Ocp 1.1 1.4 1.8 33| 113 1.6 15| 195| 17.0| 25.9
1800-1900 Pro 34| 487 9.7 1.4 6.6| 159 7.7 3.4 0.1 3.1
Ocp 1.1 1.5 1.9 56| 13.0 1.4 1.1] 148| 17.7| 478
1900-2000 Pro 28| 52.8| 136 0.5 72| 125 4.6 2.4 0.1 3.6
Ocp 1.1 1.4 2.0 20| 116 1.4 1.2| 231| 108 381
2000-2100 Pro 41| 52.8| 186 0.4 7.6 8.0 3.3 1.0 0.2 4.1
Ocp 1.1 1.4 1.8 43| 101 1.5 1.3 74| 122| 254
2100-2200 Pro 44| 47.7| 206 0.3 69| 105 4.7 0.9 0.1 4.1
Ocp 1.2 1.4 1.9 30| 103 1.3 1.3 29| 17.0| 240
2200-2300 Pro 27| 523| 249 1.1 7.0 5.2 1.8 0.7 0.1 4.2
Ocp 1.3 1.6 1.8 29| 117 1.5 1.1 1.0 83| 233
16 hours Pro 33| 406| 138 1.3 56| 18.9 9.9 2.9 0.1 3.7
Ocp 1.1 1.4 1.9 39| 105 1.5 13| 146| 121] 279
Legend
Pro. Proportion of vehicles in % (Sum may not add up to 100% due to figure rounding)
Ocp. Average occupancy of vehicles

M&H Medium and Heavy
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