YEAR 2006
CORE STATION 3004
ROAD NETWORK MAJOR
ROAD TYPE

1. TRAFFIC FLOW VARIATION AND GROWTH
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2. TRAFFIC CHARACTERISTICS (BY DIRECTION)
Parameter All - Day Mon. - Fri. Sat. Sun.
[EAST BOUND |
AAD.T. 27990 29850 28040 21150
R12/24-% 64 65.7 62.3 54.5
R16/24-% 81.7 83.3 79.1 741
AM Peak Hour 0900-1000 0900-1000 0900-1000 0900-1000
One-way flow at AM peak hour 1680 1900 1580 780
T-% (AM) - 11.8 - -
PM Peak Hour 1600-1700 1600-1700 1600-1700 1600-1700
One-way flow at PM peak hour 1640 1760 1610 1200
T-% (PM) - 132 - -
Prop.of commercial vehicles - 16 hr. - 12.9 - -
[WESTBOUND |
AAD.T. 29330 30720 30220 24060
R12/24-% 63.6 65.2 61.3 56
R16/24-% 81.6 83.5 77.9 74.4
AM Peak Hour 0800-0900 0800-0900 0800-0900 0900-1000
One-way flow at AM peak hour 1960 2250 1780 1100
T-% (AM) - 95 - -
PM Peak Hour 1800-1900 1800-1900 1800-1900 1800-1900
One-way flow at PM peak hour 1660 1750 1660 1360
T-% (PM) - 8 - -
Prop.of commercial vehicles - 16 hr. - 11.5 - -

3. OTHER INFORMATION AND COMMENT
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Core Station 3004

Year 2006
4. Vehicle classification and occupancy - Monday to Friday
Time Class of vehicle
Motor | Private| Taxi |Private| PLB Goods veh. Non Fr. Bus
Cycle | Car LB Light [M & H|Fr.Bus| SD DD
0700-0800 Pro 49| 263| 268 2.6 00| 233 6.8 5.3 0.0 4.0
Ocp 1.1 1.4 1.9 6.2 0.0 1.4 1.1 7.3 00| 36.9
0800-0900 Pro 63| 36.3| 281 0.6 00| 16.2 6.4 2.6 0.1 35
Peak hour Ocp 1.1 1.3 2.0 2.1 0.0 1.6 1.3 8.0 10| 51.2
0900-1000 Pro 48| 334| 285 1.0 00| 21.8 5.7 1.5 0.1 3.4
Ocp 1.1 1.4 2.2 3.2 0.0 1.5 1.2 2.6 1.0 343
1000-1100 Pro 48| 258| 225 1.4 00| 315 8.7 1.6 0.0 3.6
Ocp 1.1 1.4 1.8 2.1 0.0 1.5 1.2 1.1 00| 25.1
1100-1200 Pro 31| 249| 242 1.2 00| 333 9.0 1.8 0.0 2.5
Ocp 1.1 1.4 2.0 2.3 0.0 1.5 1.3 189 00| 265
1200-1300 Pro 34| 240| 234 1.1 00| 327 110 1.9 0.0 2.5
Ocp 1.0 1.3 2.0 6.4 0.0 1.6 1.3 140 00| 27.6
1300-1400 Pro 39| 244| 227 2.0 00| 332 103 1.2 0.0 2.4
Ocp 1.1 15 1.9 4.0 0.0 1.6 1.2 152 00| 304
1400-1500 Pro 39| 245| 218 1.2 00| 36.1 8.4 1.8 0.0 2.3
Ocp 1.1 1.5 2.0 1.3 0.0 1.6 1.2 7.0 00| 341
1500-1600 Pro 37| 263 216 1.8 00| 309 103 2.7 0.0 2.7
Ocp 1.1 15 2.4 3.3 0.0 1.6 1.2 121 00| 26.6
1600-1700 Pro 43| 298| 214 1.2 00| 303 75 2.2 0.0 3.2
Ocp 1.1 1.5 2.0 2.1 0.0 1.6 1.1 5.7 00| 238
1700-1800 Pro 44| 326| 205 2.2 00| 27.8 7.6 1.7 0.0 3.3
Ocp 1.1 15 1.9 1.7 0.0 1.7 1.2 7.0 00| 407
1800-1900 Pro 68| 384| 225 0.6 00| 21.9 4.4 2.0 0.0 3.4
Ocp 1.1 1.4 2.1 3.0 0.0 1.6 1.3 5.3 00| 449
1900-2000 Pro 50| 433]| 293 0.8 00| 13.9 3.3 0.9 0.0 3.5
Ocp 1.0 15 2.1 1.4 0.0 1.7 1.3 5.5 00| 36.7
2000-2100 Pro 53| 442| 315 0.8 00| 10.0 2.9 1.1 0.1 4.2
Ocp 1.2 1.5 2.0 1.6 0.0 1.3 1.2 1.0 1.0] 270
2100-2200 Pro 53| 37.0| 353 0.5 00| 121 4.6 1.2 0.0 4.0
Ocp 1.2 15 2.2 1.7 0.0 1.5 1.2 3.7 00| 293
2200-2300 Pro 6.1 395| 37.8 0.7 0.0 7.6 3.2 1.5 0.1 3.6
Ocp 1.2 1.8 2.0 2.0 0.0 1.3 1.1 1.8 1.0| 246
16 hours Pro 48| 317| 257 1.2 00| 244 7.0 2.0 0.1 3.2
Ocp 1.1 15 2.0 3.1 0.0 1.6 1.2 7.7 1.0 334
Legend
Pro. Proportion of vehicles in % (Sum may not add up to 100% due to figure rounding)
Ocp. Average occupancy of vehicles

M&H Medium and Heavy
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