YEAR

CORE STATION
ROAD NETWORK
ROAD TYPE

2006

3006
MAJOR
PRIMARY DISTRIBUTOR

1. TRAFFIC FLOW VARIATION AND GROWTH
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2. TRAFFIC CHARACTERISTICS (BY DIRECTION)
Parameter All - Day Mon. - Fri. Sat. Sun.
[SOUTH BOUND
AAD.T. 21180 21280 22180 20100
R12/24-% 53.6 54.6 52.3 49.7
R16/24-% 72.9 741 715 68.1
AM Peak Hour 0900-1000 0900-1000 0900-1000 0900-1000
One-way flow at AM peak hour 930 990 910 650
T-% (AM) - 314 - -
PM Peak Hour 1800-1900 1800-1900 1700-1800 1800-1900
One-way flow at PM peak hour 1080 1110 1050 1060
T-% (PM) - 29.7 - -
Prop.of commercial vehicles - 16 hr. - 27.8 - -
[NORTH BOUND
AAD.T. 15920 15980 16550 15300
R12/24-% 48.1 48.9 47.1 44.9
R16/24-% 66.3 67.4 65 62.3
AM Peak Hour 0900-1000 0900-1000 0900-1000 0900-1000
One-way flow at AM peak hour 570 590 570 490
T-% (AM) - 55.7 - -
PM Peak Hour 1800-1900 1800-1900 1700-1800 1600-1700
One-way flow at PM peak hour 750 770 740 660
T-% (PM) - 38.9 - -
Prop.of commercial vehicles - 16 hr. - 39.9 - -

3. OTHER INFORMATION AND COMMENT

Al-30



Core Station 3006

Year 2006
4. Vehicle classification and occupancy - Monday to Friday
Time Class of vehicle
Motor | Private| Taxi |Private| PLB Goods veh. Non Fr. Bus
Cycle | Car LB Light |M & H|Fr.Bus| SD DD
0700-0800 Pro 24| 104[ 214 0.5 0.5 9.0 2.8 1.4 1.2| 504
Ocp 1.0 1.4 1.7 4.0 3.0 1.5 1.5 6.7 76| 250
0800-0900 Pro 1.9 205| 197 1.1 05| 146 1.1 2.4 09| 373
Ocp 1.1 1.6 2.0 43 4.5 1.5 1.8 72| 102 29.0
0900-1000 Pro 22| 11.8| 233 0.8 14| 205 2.0 0.3 08| 368
Ocp 1.1 15 1.9 53| 13.2 1.7 1.9 2.0 57| 18.0
1000-1100 Pro 3.1 87| 213 0.6 08| 297 0.8 1.4 08| 329
Ocp 1.1 1.5 1.6 20| 167 1.6 2.0 2.6 46| 157
1100-1200 Pro 3.7 91| 289 1.1 00| 258 0.6 0.0 06| 301
Ocp 1.1 1.6 2.0 1.8 0.0 1.6 2.0 0.0 82| 192
1200-1300 Pro 20| 15.0| 328 1.1 03| 153 0.8 1.1 08| 308
Ocp 1.0 1.7 1.7 4.0 1.0 1.5 1.3 1.3 72| 203
1300-1400 Pro 06| 16.9| 304 0.3 11| 16.3 1.1 0.3 08| 322
Ocp 1.0 1.6 2.0 4.0 1.0 1.6 1.5 1.0 66| 21.2
1400-1500 Pro 30| 138]| 278 0.5 15| 235 1.0 1.3 07| 271
Ocp 1.0 1.5 2.1 2.5 1.0 1.7 1.8 3.2 90| 222
1500-1600 Pro 32| 16.4] 310 1.1 32| 141 0.8 0.3 08| 292
Ocp 1.0 15 2.1 3.0 2.0 1.6 1.7 3.0 80| 218
1600-1700 Pro 28| 147| 315 2.1 16| 157 0.5 1.2 05| 295
Ocp 1.0 1.5 2.1 2.3 1.9 1.7 15 2.8 97| 244
1700-1800 Pro 35| 147| 317 0.5 07| 14.0 1.0 0.5 05| 329
Ocp 1.1 1.6 1.9 2.0 6.3 1.8 2.3 1.5 96| 272
1800-1900 Pro 35| 19.8| 296 0.8 45 75 0.5 1.1 06| 321
Peak hour Ocp 1.1 1.6 2.2 2.0 7.4 1.5 2.5 65| 122 36.1
1900-2000 Pro 1.8 19.3| 416 0.0 6.4 45 0.4 0.4 04| 252
Ocp 1.0 1.5 2.1 0.0 7.5 1.5 2.0 2.5 83| 275
2000-2100 Pro 26| 13.6| 487 0.7 4.0 3.7 0.2 0.7 04| 254
Ocp 1.4 1.5 1.9 4.7 8.4 1.7 3.0 3.3 63| 215
2100-2200 Pro 14| 137 512 0.2 3.9 1.9 0.0 0.7 06| 265
Ocp 1.3 1.8 2.1 1.0 7.1 1.4 0.0 2.3 35| 20.1
2200-2300 Pro 22| 167| 474 0.2 4.6 3.2 0.0 0.6 04| 248
Ocp 1.2 1.8 2.0 40| 103 1.9 00| 217 48| 211
16 hours Pro 25| 149 335 0.7 24| 132 0.8 0.8 06| 305
Ocp 1.1 1.6 2.0 3.1 7.1 1.6 1.8 5.0 76| 233
Legend
Pro. Proportion of vehicles in % (Sum may not add up to 100% due to figure rounding)
Ocp. Average occupancy of vehicles

M&H Medium and Heavy
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