YEAR 2020

CORE STATION 1028
ROAD NETWORK MAJOR
ROAD TYPE URBAN TRUNK ROAD

1. TRAFFIC FLOW VARIATION AND GROWTH

LINK GLOUCESTER RD (from ARSENAL ST to CROSS

HARBOUR TUNNEL S. INT)

&.5m 15.8m 2.8m 18m 5.3m

E bound 5 lanes vy baound 5 lanes

130 110
120
\ 100 /
° | o
[ - 13
g . f\ 2
T / R\ / - S
o \ / o
o A i\ \ g
c =2, N2t N>/ c
§ 90 N/ N/ g
g &: 80
80
70 70
J F M A M J J A s O N S M T w T F S
Monthly Variation Daily Variation
7 200
. 180 . o
o0 00%0
- //' / k 160 AL T XL
E , ! \
o 5 7 2 140
; [/~ X | s . .
i 4 // Y . S 120 °
N I o
. N / \ s 100
[} \\\‘ I, k\ '_
-3 AN 4 g ®
N KA / > I
o 2 Y d <
& \\\‘3’; 40
1
A 20
0 0
00 04 08 12 16 20 1994 1997 2000 2003 2006 2009 2012 2015 2018 2021
Hourly Variation Annual Growth
A” day e Mon_ Fn. ..................................... Sat _______ Sun
2. TRAFFIC CHARACTERISTICS (BY DIRECTION)
Parameter All - Day Mon. - Fri. Sat. Sun.
[EAST BOUND |
A.A.D.T. 52140 55750 49590 39850
R12/24-% 70.1 71.7 66.1 64.1
R16/24-% 87.9 89.7 82.8 822
AM Peak Hour 0900-1000 0900-1000 0900-1000 0900-1000
One-way flow at AM peak hour 3290 3830 2520 1540
- % (AM) - - - -
PM Peak Hour 1600-1700 1600-1700 1600-1700 1600-1700
One-way flow at PM peak hour 3050 3220 2950 2520
- % (PM) - - - -
Prop.of commercial vehicles - 16 hr. - - - -
[WEST BOUND |
A.A.D.T. 62230 63950 63310 56320
R12/24-% 66.9 68.5 63.3 61.7
R16/24-% 85.1 86.5 81.8 81.3
AM Peak Hour 0900-1000 0700-0800 0900-1000 0900-1000
One-way flow at AM peak hour 3590 4260 3880 2820
- % (AM) - - - -
PM Peak Hour 1700-1800 1700-1800 1700-1800 1600-1700
One-way flow at PM peak hour 3300 3370 3360 3160
- % (PM) - - - -

Prop.of commercial vehicles - 16 hr.

3. OTHER INFORMATION AND COMMENT
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