YEAR 2020 LINK  KAI TAK TUNNEL (from SUNG WONG TOI RD to KAI

CHEUNG RD)
CORE STATION 3004
ROAD NETWORK MAJOR
ROAD TYPE URBAN TRUNK ROAD
E.7m | 6.7m |
E bound 2 lanes v bound 2 lanes
1. TRAFFIC FLOW VARIATION AND GROWTH
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2. TRAFFIC CHARACTERISTICS (BY DIRECTION)
Parameter All - Day Mon. - Fri. Sat. Sun.
[EAST BOUND |
A.A.D.T. 24540 25750 25130 19880
R12/24-% 64.3 66.4 60.4 55.7
R16/24-% 824 84.3 78.3 75.3
AM Peak Hour 0900-1000 0900-1000 0900-1000 0900-1000
One-way flow at AM peak hour 1440 1630 1230 810
T-% (AM) - 13 - -
PM Peak Hour 1600-1700 1600-1700 1600-1700 1600-1700
One-way flow at PM peak hour 1450 1540 1400 1110
T - % (PM) - 9.3 - -
Prop.of commercial vehicles - 16 hr. - 10.8 - -
[WEST BOUND |
A.AD.T. 27640 29120 28590 21540
R12/24-% 63.6 64.4 65.5 56.1
R16/24-% 81.5 83.1 80.2 72.5
AM Peak Hour 0800-0900 0800-0900 0900-1000 0900-1000
One-way flow at AM peak hour 1740 2020 2320 1020
T - % (AM) - 11.8 - -
PM Peak Hour 1800-1900 1800-1900 1600-1700 1600-1700
One-way flow at PM peak hour 1630 1850 1460 1240
T - % (PM) - 5.8 - -
Prop.of commercial vehicles - 16 hr. - 8.9 - -

3. OTHER INFORMATION AND COMMENT
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Core Station 3004

Year 2020
4. Vehicle classification and occupancy - Monday to Friday
Time Class of vehicle
Motor |Private| Taxi |Private| PLB Goods veh. Non Fr. Bus
Cycle | Car LB Light |M & H|Fr.Bus| SD | DD

0700-0800 Pro 106 34.1| 173 1.3 00| 196 8.7 3.6 0.0 4.7
Ocp 1.1 1.2 1.7 1.9 0.0 1.3 1.1 6.5 00| 229

0800-0900 Pro 76| 472| 159 0.7 00| 158 6.9 2.4 0.0 35
Peak hour Ocp 1.0 1.3 1.9 1.9 0.0 1.6 1.2 8.0 00| 30.1
0900-1000 Pro 571 410| 204 0.3 00| 209 6.8 1.4 0.0 3.6
Ocp 1.1 1.3 1.9 1.3 0.0 1.5 1.2 3.4 00| 202

1000-1100 Pro 53| 348| 217 0.4 0.1 256 8.0 0.5 0.0 3.6
Ocp 1.1 1.3 1.8 1.3 2.0 1.5 1.2 1.3 00| 177

1100-1200 Pro 42| 350 21.7 0.7 0.1]| 286 6.8 0.5 0.0 2.5
Ocp 1.1 1.3 1.8 2.0 1.0 1.4 1.3 1.0 00| 213

1200-1300 Pro 39| 425| 183 0.3 00| 243 7.5 0.5 0.0 2.8
Ocp 1.1 1.4 1.8 3.0 0.0 1.4 1.2 1.0 00| 188

1300-1400 Pro 49| 387 199 1.0 00| 240 8.2 1.2 0.0 2.1
Ocp 1.1 1.5 1.9 2.2 0.0 1.4 1.3 2.5 00| 268

1400-1500 Pro 34 421 177 0.5 01| 245 8.8 0.8 0.0 22
Ocp 1.1 1.4 1.8 1.0 1.0 1.5 1.1 53 00| 232

1500-1600 Pro 41| 439 188 0.8 00| 222 6.7 0.6 0.0 2.9
Ocp 1.1 1.4 1.7 1.6 0.0 1.5 1.3 7.4 00| 218

1600-1700 Pro 63| 451 18.4 0.3 00| 216 4.1 1.1 0.0 3.0
Ocp 1.1 1.5 1.7 3.3 0.0 1.5 1.3 1.0 00| 23.6

1700-1800 Pro 86| 496| 17.0 0.3 00| 172 3.1 0.8 0.0 3.4
Ocp 1.1 1.4 1.7 1.3 0.0 1.3 1.2 1.0 00| 372

1800-1900 Pro 79| 580| 174 0.2 0.0 9.8 2.5 1.0 0.0 3.3
Ocp 1.1 1.4 2.0 1.5 0.0 1.4 1.2 9.2 00| 374

1900-2000 Pro 56| 582| 21.6 0.2 0.0 8.3 1.2 1.3 0.0 3.4
Ocp 1.1 1.4 1.8 1.0 0.0 1.4 1.2 6.7 00| 262

2000-2100 Pro 28| 53.0] 311 0.1 0.1 73 1.3 0.6 0.0 3.7
Ocp 1.1 1.4 1.7 2.0 1.0 1.4 1.6 1.0 00| 228

2100-2200 Pro 37| 49.1| 303 0.3 0.2 8.9 2.3 0.8 0.0 4.4
Ocp 1.1 1.4 1.9 2.5 1.0 1.6 1.1 1.0 00| 1638

2200-2300 Pro 43| 492 303 0.3 0.4 8.8 2.7 0.1 0.0 3.8
Ocp 1.1 1.5 1.8 2.0 1.0 1.4 1.2 1.0 00| 153

16 hours Pro 56| 452| 207 0.5 01| 182 54 1.1 0.0 3.3
Ocp 1.1 1.4 1.8 1.9 1.1 1.4 1.2 49 00| 242

Legend: Pro. Proportion of vehicles in % (Sum may not add up to 100% due to figure rounding)*
Ocp. Average occupancy of vehicles including both driver and passengers™

M&H Medium and Heavy

* All traffic data are collected from combined bounds
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