YEAR 2021 LINK NATHAN RD (from SHANTUNG ST to DUNDAS ST)
CORE STATION 3006
ROAD NETWORK MAJOR
ROAD TYPE PRIMARY DISTRIBUTOR
4.5m 10.0m 1.3m 9m 4.5m
S bound 3 lanes M bound 3 lanes
1. TRAFFIC FLOW VARIATION AND GROWTH
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2. TRAFFIC CHARACTERISTICS (BY DIRECTION)
Parameter All - Day Mon. - Fri. Sat. Sun.
[SOUTH BOUND |
A.A.D.T. 13070 13360 13550 11770
R12/24-% 60.8 61.6 58.7 583
R16/24-% 79.9 80.8 77.9 76.8
AM Peak Hour 0900-1000 0900-1000 0900-1000 0900-1000
One-way flow at AM peak hour 620 660 640 450
T - % (AM) - 28.1 - -
PM Peak Hour 1700-1800 1700-1800 1700-1800 1800-1900
One-way flow at PM peak hour 720 730 730 690
T - % (PM) - 23.9 - -
Prop.of commercial vehicles - 16 hr. - 26.2 - -
[NORTHBOUND |
A.A.D.T. 11980 12380 12050 10440
R12/24-% 57.7 58.2 59 53.2
R16/24-% 75.6 76.2 75.6 72.1
AM Peak Hour 0900-1000 0900-1000 0900-1000 0900-1000
One-way flow at AM peak hour 470 480 490 390
T - % (AM) - 34.7 - -
PM Peak Hour 1600-1700 1600-1700 1700-1800 1700-1800
One-way flow at PM peak hour 740 790 700 640
T - % (PM) - 35.6 - -
Prop.of commercial vehicles - 16 hr. - 335 - -

3. OTHER INFORMATION AND COMMENT
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Core Station 3006

Year 2021
4. Vehicle classification and occupancy - Monday to Friday
Time Class of vehicle
Motor |Private| Taxi |Private| PLB Goods veh. Non Fr. Bus
Cycle | Car LB Light |M & H|Fr.Bus| SD | DD

0700-0800 Pro 271 109] 191 4.1 07| 109 0.7 0.0 00| 508
Ocp 1.3 1.3 2.1 6.8 3.0 1.3 2.0 0.0 00| 165

0800-0900 Pro 20 193] 221 0.8 04| 141 2.0 0.4 02| 388
Ocp 1.0 1.4 1.8 5.0 1.0 1.4 1.6 1.0 95| 222

0900-1000 Pro 1.8 220] 241 0.7 07| 199 1.8 0.0 0.1 289
Ocp 1.2 1.4 1.8 2.0 2.5 1.5 1.8 0.0 00| 16.1

1000-1100 Pro 38 160] 256 0.7 10| 246 1.0 0.3 02| 269
Ocp 1.1 1.5 1.8 1.5 9.3 1.3 2.0 2.0 45| 16.8

1100-1200 Pro 17| 188] 328 0.7 1.0 195 0.3 0.0 02| 25.1
Ocp 1.0 1.5 1.9 1.0 47 1.5 3.0 0.0 35| 159

1200-1300 Pro 10| 19.0]| 328 0.7 07| 193 0.7 0.0 00| 258
Ocp 1.0 1.6 1.7 1.5 45 1.3 2.0 0.0 00| 168

1300-1400 Pro 16| 226| 270 1.3 13| 207 0.9 0.0 01| 245
Ocp 1.0 1.5 2.0 3.0 43 1.5 1.7 0.0 50| 174

1400-1500 Pro 19| 276]| 280 0.3 10| 143 1.6 0.0 02| 252
Ocp 1.0 1.5 1.9 5.0 3.0 1.5 2.0 0.0 75| 19.0

1500-1600 Pro 15| 288| 273 0.0 09| 168 0.0 0.0 0.1 247
Ocp 1.2 1.4 1.8 0.0 6.7 1.3 0.0 00 110 214

1600-1700 Pro 26| 279 279 0.3 06| 106 2.2 1.0 02| 268
Peak hour Ocp 1.0 1.4 1.7 10| 135 1.3 3.1 1.0 250 209
1700-1800 Pro 34| 257| 334 1.2 1.2 52 1.2 0.3 0.1 283
Ocp 1.0 1.5 1.7 23 53 1.6 1.0 1.0 90| 278

1800-1900 Pro 59| 334| 215 0.0 0.6 7.8 0.0 0.3 02| 303
Ocp 1.1 1.5 1.9 0.0 8.0 1.3 0.0 1.0 135 33.1

1900-2000 Pro 26| 273| 346 0.0 1.2 6.4 0.0 0.0 0.1 278
Ocp 1.0 1.4 1.7 00| 103 1.4 0.0 00| 120 21.9

2000-2100 Pro 1.7 259| 374 0.3 1.7 6.1 0.3 0.0 0.1 265
Ocp 1.0 1.6 1.8 2.0 6.6 1.3 1.0 0.0 9.0| 192

2100-2200 Pro 36| 246] 380 0.0 1.8 4.0 0.4 0.0 0.1 276
Ocp 1.2 1.5 1.6 0.0 9.2 1.5 2.0 0.0 8.0 194

2200-2300 Pro 13| 261] 308 0.9 3.0 4.7 0.4 0.0 00| 328
Ocp 1.7 1.4 1.7 3.0 7.9 1.3 1.0 0.0 00| 19.0

16 hours Pro 25| 241| 292 0.6 11| 129 0.8 0.2 01| 285
Ocp 1.1 1.5 1.8 3.4 6.8 1.4 2.0 1.1 72| 206

Legend: Pro. Proportion of vehicles in % (Sum may not add up to 100% due to figure rounding)*
Ocp. Average occupancy of vehicles including both driver and passengers™
M&H Medium and Heavy
* All traffic data are collected from combined bounds
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